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PC360LC-11/PC360LCi-11

Lifting capacity with lifting mode

*Asterisk indicates load is limited by hydraulic capacity rather than tipping.  Ratings are based on ISO standard No. 10567.  Rated load capacity does not exceed 87% of hydraulic lift capacity or 75% of tipping load.  Total weight of 
bucket and/or installed attachments must be deducted from the capacities shown above.  Lift capacity chart is based on machine located on a solid, level and uniform surface.  Load ratings are at the arm bucket pin location, use of any 
attachment point in a different location to handle objects could affect excavator lift performance.

A:	 Reach from swing center
B:	 Bucket hook height	
C:	 Lifting capacity
Cf:	 Rating over front
Cs:	 Rating over side 

                

:	 Rating at maximum reach

Conditions:
• Boom length: 6,500 mm 21' 3" one-piece boom
• Bucket: None
• Lifting mode: On

A

B

C

 Arm: 4,020 mm 13'2" 	 Shoes: 800 mm 31.5"	 Unit: kg lbs.
A 3.0 m 10' 4.6 m 15' 6.1 m 20' 7.6 m 25' 9.1 m 30' MAX

B Cf Cs Cf Cs Cf Cs Cf Cs Cf Cs Cf Cs
7.6 m * 7750 * 7750 * 5610 * 5610

25' * 17000 * 17000 * 12300 * 12300
6.1 m * 7950 7680 * 6550 5740 * 5460 * 5460

20' * 17500 16900 * 14400 12600 * 12000 * 12000
4.6 m * 8520 7470 * 7870 5660 * 5470 4980

15' * 18700 16400 * 17300 12400 * 12000 10900
3.0 m * 14340 * 14340 * 11020 9870 * 9280 7190 8210 5520 * 5640 4700

10' * 31600 * 31600 * 24300 21700 * 20400 15800 18100 12100 * 12400 10300
1.5 m * 16890 13900 * 12370 9350 * 10010 6900 8040 5370 * 5950 4590

5' * 37200 30600 * 27200 20600 * 22000 15200 17700 11800 * 13100 10100
0 m * 8320 * 8320 * 18090 13270 * 13230 8960 10200 6670 7910 5240 * 6480 4640

0' * 18300 * 18300 * 39800 29200 * 29100 19700 22500 14700 17400 11500 * 14200 10200
 -1.5 m * 12420 12420 * 17980 13030 * 13400 8740 10050 6530 7840 5180 * 7330 4890

 -5' * 27300 27300 * 39600 28700 * 29500 19200 22100 14400 17200 11400 * 16100 10700
 -3.0 m * 17840 * 17840 * 16780 13030 * 12760 8700 * 10020 6510 * 8040 5410

 -10' * 39300 * 39300 * 37000 28700 * 28100 19100 * 22000 14300 * 17700 11900
 -4.6 m * 19190 * 19190 * 14360 13230 * 11040 8810 * 8190 6640 * 7850 6480

 -15' * 42300 * 42300 * 31600 29100 * 24300 19400 * 18000 14600 * 17300 14300

A:	 Reach from swing center
B:	 Bucket hook height	
C:	 Lifting capacity
Cf:	 Rating over front
Cs:	 Rating over side 

                

:	 Rating at maximum reach

Conditions:
• Boom length: 6,500 mm 21' 3" one-piece boom
• Bucket: None
• Lifting mode: On

A

B

C

 Arm: 4,020 mm 13'2" 	 Shoes: 850 mm 33.5"	 Unit: kg lbs.
A 3.0 m 10' 4.6 m 15' 6.1 m 20' 7.6 m 25' 9.1 m 30' MAX

B Cf Cs Cf Cs Cf Cs Cf Cs Cf Cs Cf Cs
7.6 m * 7750 * 7750 * 5610 * 5610

25' * 17000 * 17000 * 12300 * 12300
6.1 m * 7950 7720 * 6550 5770 * 5460 * 5460

20' * 17500 17000 * 14400 12700 * 12000 * 12000
4.6 m * 8520 7500 * 7870 5690 * 5470 5010

15' * 18700 16500 * 17300 12500 * 12000 11000
3.0 m * 14340 * 14340 * 11020 9910 * 9280 7220 * 8220 5550 * 5640 4720

10' * 31600 * 31600 * 24300 21800 * 20400 15900 * 18100 12200 * 12400 10400
1.5 m * 16890 13960 * 12370 9390 * 10010 6940 8080 5400 * 5950 4610

5' * 37200 30700 * 27200 20700 * 22000 15300 17800 11900 * 13100 10100
0 m * 8320 * 8320 * 18090 13330 * 13230 9000 10250 6710 7950 5270 * 6480 4660

0' * 18300 * 18300 * 39800 29400 * 29100 19800 22600 14700 17500 11600 * 14200 10200
 -1.5 m * 12420 * 12420 * 17980 13090 * 13400 8790 10100 6570 7880 5200 * 7330 4910

 -5' * 27300 * 27300 * 39600 28800 * 29500 19300 22200 14400 17300 11400 * 16100 10800
 -3.0 m * 17840 * 17840 * 16780 13090 * 12760 8740 10020 6540 * 8040 5440

 -10' * 39300 * 39300 * 37000 28800 * 28100 19200 22000 14400 * 17700 11900
 -4.6 m * 19190 * 19190 * 14360 13290 * 11040 8860 8190 6670 * 7850 6520

 -15' * 42300 * 42300 * 31600 29300 * 24300 19500 18000 14700 * 17300 14300



Product designs, specifications and/or data in this document are provided for informational purposes only and are  
not warranties of any kind. Product designs and/or specifications may be changed at any time without notice.  
The only warranties that apply to sales of products and services are Komatsu’s standard written warranties,  
which will be furnished upon request.
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Equipment

*IMU for auto-tilt control required for operation 
**With revolving frame reinforcements,  Only available with super long fronts 
For a complete list of available attachments, please contact your local Komatsu distributor.

Cab PC360LC PC360LCi
ROPS cab (ISO12117-2) l l

High back air suspension seat, with heat l l

Operator Protective Guard (OPG) Level 1 top guard l l

Large LCD high-resolution color monitor l l

Automatic climate control l l

Retractable seat belt (76 mm width) with indicator l l

12 V accessory outlet l l

24 V accessory outlet l l

Rearview mirrors, right hand and left hand side l l

Rearview monitoring system (1 camera) l l

Travel alarm l l

Proportional joystick control levers ¢ l

Operator identification system l l

Hydraulic lock lever l l

Skylight l l

Sunvisor ¢ ¢

Rainvisor ¢ ¢

Working lights, two additional cab mounted ¢ ¢

Straight travel pedal p p

Engine PC360LC PC360LCi
Komatsu SAA6D114E-6 Tier 4 Final l l

B20 biodiesel compatible fuel lines l l

Dry type air cleaner, double element l l

Fuel pre-filter with water separator l l

Fuel high efficiency filter l l

Automatic engine warm up system l l

Programmable auto-idle shut down l l

Overheat prevention system l l

Turbocharger protection system l l

Hydraulic controls PC360LC PC360LCi
Pattern change control valve (ISO to BH control) l l

Working mode selection system (6 modes) l l

Dual pump, closed center load sensing system (CLSS) l l

Auto-deceleration system l l

Power max system l l

Boom and arm holding valves l l

Two boom pressure mode settings l l

One way/two way flow hyd control unit  
   Variable pressure, return filter, and accumulator ¢ -

One way/two way flow hyd control unit  
   Variable pressure and flow, return filter, and accumulator

- ¢

Technology PC360LC PC360LCi
Komtrax level 5.0 l l

intelligent Machine Control - l

264 mm (10.4") IMC color monitor with USB - l

Multi-band UHF/915SS radio - l

Auto grade assist - l

Auto stop control - l

Minimum distance control - l

Bucket angle hold control - l

Provision for auto tilt control* - l

Komvision (4-camera system) - ¢p

IMU for auto tilt control - p

In field design - 2D simple surface - l

Electrical system PC360LC PC360LCi
Batteries, large capacity (2 x 12 V) l l

Battery master disconnect switch with lockout tagout l l

Alternator (90 A, 24 V) l l

Starter motor (11 kW) l l

Secondary engine shut off switch l l

Working lights (1 Front RH side/1 boom LH side) l l

Booms and arms PC360LC PC360LCi
6,500 mm (21'3") HD boom assembly l l

6,500 mm (21'3") HD boom assembly with +1 attach piping ¢ ¢

3,185 mm (10'5") arm assembly l l

3,185 mm (10'5") arm assembly with +1 attach piping ¢ ¢

4,020 mm (13'2) arm assembly ¢ ¢

4,020 mm (13’2) arm assembly with +1 attach piping ¢ -

Boom foot, boom nose, and arm end steel castings l l

Undercarriage and work equipment PC360LC PC360LCi
850 mm (33.5") triple grouser track shoes l l

800 mm (31.5") single grouser track shoes ¢ ¢

700 mm (28”) triple grouser track shoes ¢ -

8 track/2 carrier rollers (each side) l l

Hydraulic track adjusters (each side) l l

Track guiding guards, center section (each side) l l

Track roller guards, full length (each side) ¢ ¢

Counterweight, 6,920kg (15,255lb) l l

Counterweight, 7,400kg (16,315lb)** ¢ -

Object handling H-link l l

Guards and covers PC360LC PC360LCi
Revolving frame deck guards l l

Revolving frame undercovers l l

Track frame swivel guard l l

Pump/engine room partition l l

Turbocharger exhaust manifold cover l l

Dust net for radiator and hydraulic oil cooler l l

Slip-resistant foot plates l l

Tool-free access to engine and aftertreatment l l

Left and right side hand rails l l

Cab full front guard, OPG Level 1 ¢ ¢

Cab full front guard, OPG Level 2 ¢ ¢

Cab top guard, OPG Level 2 ¢ ¢

Revolving frame undercovers - heavy duty ¢ ¢

Revolving frame undercovers - severe duty ¢ ¢

Drive and brake system PC360LC PC360LCi
Three speed travel with auto shift l l

Double reduction type final drive l l

Triple labyrinth final drive seals l l

Standard equipment l

Optional equipment ¢

Optional (field install) 

komatsu.com

http://komatsu.com
https://www.facebook.com/KomatsuConstructionnorthamerica
https://twitter.com/komatsuconstrna
https://www.linkedin.com/company/komatsuconstruction/
https://www.youtube.com/KomatsuConstruction
https://www.instagram.com/komatsuconstructionna/

