-.--"'-__‘----..__‘____‘1
Columbus
Equipment
| Company

VALENTINE CONTRACTORS INC.



* Link-Belt RTS

Your Openator's Best Ally

 New operator aids with kickout | ' \Y * Guided, sequential, fail-safe fly erection
* Incorporated swing arrest _ R\ » Control fly assist and boom hoist

+ Simple interface with large touchscreen W cylinder from the ground

* One person operation

* Minimal ladder climbs and
boom-head tie-off points

* Wi-Fi enabled to update and service remotely

* Swing around at 0°
v * Pivot-point & boom head
* Calculate outrigger positioning . o speed screws
* Real-time 360°charts L% '
* Live preview mode

PR+ Heated back-up, winch and
((0)a  right-side cameras with
night vision
I (LE W * LED working lights
* Anti-skid paint on N - :
%{": allowable [\)Nalking surfaces - > * Outrigger lights
« No trip points N * 20 degree tilting cab
* Expansive walking area A Y

92 * 6 Points of access
009 « Sturdy grab handles
» * Deep, durable steps and ladders

« Large working platform
with guardrails

PO « No helper crane needed to
‘\,\ install counterweight

We work hard to make your job easy.
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Contact your local dealer for more information. C R A N E S
o ° ﬂLink-Belt Cranes Lexington, Kentucky, USA | www.linkbelt.com




LINK-BELT 65|RT ROUGH TERRAIN CRANE:
Trademark Power, Reach, Comfort

and Convenience

The 65-ton 65|RT is the newest edition to Link Belt
Cranes’ proud Rough Terrain product line, taking over
from the ultrareliable and long-established RTC-8065
Series Il. The all-new 65|RT includes a four-section,
full-power greaseless main boom (38-115 feet) and an
optional 35-58-foot offsetable bi-fold lattice fly.

“The 65|RT is a great crane for
almost any scope of work.”

Tom Geissinger, GM Lift Division
Columbus Equipment Company

The 65|RT also features a new hydraulic boom
extend system, allowing for easier service and greater
reliability, as well as LED lighting for brighter, more
efficient lighting in low-light environments.

The latest Link-Belt appearance package is included,
featuring a new steel deck and sheet metal with
textured paint for anti-slip surfaces. It is also equipped
with a new six-speed Dana transmission with a remote
filter for ease of servicing. The transmission is mounted
to a 270-horsepower Cummins QSB6.7L Tier 4 engine.

The crane’s ergonomic operator’s cab includes
extra-large windows for improved visibility, time-
delayed wipers, a Bluetooth AM/FM radio integrated
with a NOAA weather radio, an internal-rated capacity

limiter light bar, and single-or dual-axis hydraulic
controllers. The Link-Belt Vision Package, cameras
for winch, swing, and reverse views are all standard.
Additionally, all gauges and switches are backlit to
maximize visibility in low light, and the 65IRT includes
a Confined Area Lifting Capacities (CALC) system for
assistance in tight, confined operating spaces.

Job site travel with the 65|RT is smooth thanks to
Link-Belt's greaseless four-link suspension. Its optional
hydro-gas suspension system makes for a seamless
job site travel experience, offering smooth, comfortable
travel across any job site. This, paired with the crane’s
remote-mounted transmission oil, engine oil, fuel filters,
CANBUS diagnostic network, serviceable pontoons, and
grease-free main boom makes service and maintenance
simpler and more cost-effective than ever before.

“Overall, the 65|RT offers a new level of reliability
and performance with the same level of precise
control and capacity to which our customers have
become accustomed,” said Columbus Equipment
Company GM Lift Division Tom Geissinger. “The
changes are a reflection of current industry standards
with many ofthese new features also found on other
rough terrain cranes in our product line.”

“The 65IRT is a great crane for almost any scope
of work,” added Geissinger. “Its job site mobility and
supreme transportability allow it to be hauled to
nearly any job site in one piece ready to work, making
it a super user-friendly machine.”m






TELESCOPIC HANDLERS

VALENTINE CONTRACTORS INC.:

Magni RTH 6.35 Versatility and
Efficiencies Pay Dividends

Officials at Valentine Contractors Inc. had their
eye on a Magni rotating telehandler for four or five
years before finally purchasing an RTH 6.35 in 2023.
“The result was an immediate increase in efficiency,”
according to Mike Bichsel, vice president.

“The Magni has made certain tasks we do way,
way, way more efficient. The machine’s ability to lift
as much as it can, rotate, and reach out a really great
distance has helped us to work far more efficiently on
a number of tasks,” he said.

“The Magni has made
certain tasks we do way,
way, way more efficient.”

Mike Bichsel; Vice President, Valentine Contractors Inc.

Magni machines combine the functionality of a
telescopic handler, rough terrain crane, and aerial work
platform in one piece of equipment. Magnis come in a
wide range of sizes for different needs. The RTH 6.35
that Valentine purchased has a lift capacity of 13,200
pounds and a maximum height of 114 feet 6 inches.

Valentine, a masonry contractor based in North Canton,

Ohio, uses the Magni for many tasks that involve moving
materials from one area of the job to another or raising
materials to the level where masons are working.

For example, Bichsel said Valentine is working on
a project with multiple elevator shafts that are 50 to
70 feet tall. “Without the Magni, we would either have
to rent a crane for thousands of dollars a week, or
our worker would have to lower our powered scaffold
to a level a forklift can reach, put the material on the
scaffolding, go back up and start working again. The
Magni makes a huge difference in that respect.”

“The Magni has cut the time required for grouting in
half in some cases, and that's huge,” he said. Grouting
is the process of pouring concrete into the open cells
of masonry blocks.

Additionally, the Magni eliminates the time workers
used to spend moving around the job site in some
situations. With a stationary telehandler, when a
mason needs more mortar, he has to get off the
platform, go to the mixing station, get a tub of mortar,
take it to where he’s working and lift it up. With the
rotating Magni, “the machine can stay in the same
place and the operator can use the remote control to
rotate around, grab a tub, rotate back to the scaffold
and lift it up,” Bichsel noted.

“The remote control also reduces the number of
workers needed because the operator can get out



AGNI RTH COLLECTION

TELESCOPIC HANDLERS

Magni is recognized as the industry leader for the development of rotating telescopic
handlers. With 20 RTH models, Magni machines are the ideal choice for those requiring
optimal performance and reliability in extreme conditions. They are the undisputed
champions. When it comes to both heavy-duty and confined-space applications.

RTH 5.21 RTH 6.25 RTH 6.31 RTH 6.39 RTH 6.51 RTH 8.35

Maximum 67' 3" 82' 101" 127' 7" 167' 4" 114' 6"
Lifting Height

Ground Clearance (HTH) 35 050 Ibs 39,685 Ibs 50,050 Ibs 52,910 Ibs 80,240 Ibs 52,890 Ibs
Machine Weight (RTH)

Maximum 11,000 lbs 13,200 lbs 13,200 lbs 13,200 lbs 13,200 lbs 17,600 lbs
Lifting Capacity

Capacity at 5,500 Ibs 4,850 Ibs 5,500 Ibs 5,000 Ibs 4,400 Ibs 6,610 Ibs
Max. Reach

Max. Reach 57" 1" 69' 10" 88' 3" 88' 7" 113' 2" 88' 6"

STANDARD AND
SPECIAL ATTACHMENTS

In order to achieve the full potential of the entire
line of Magni products, we offer a complete line
of dynamic attachments. They are fully inter-

changeable allowing the machines to perform ?

multiple tasks. This serves to significantly enhance
the value of all Magni machines.




of the Magni when he needs to do things on the
ground and still operate the machine. Otherwise, we
need two people, one on the ground and one in the
machine,” he observed.

Valentine Contractors was founded in 1970 by Jim
Valentine, “who is still working at the age of 80,” Bichsel
said. The masonry contractor is known for building
schools. “Over the years, we've built over 100 schools,”
along with commercial and industrial buildings and
large multi-family apartments. The company works for
contractors such as Turner Construction, The Ruhlin
Company, Hammond Construction and AM. Higley.
Valentine has 120 field employees, 14 of which are
foremen, and five project managers working within a
100-mile radius of North Canton.

“The remote control also reduces
the number of workers needed
because the operator can get

out of the Magni when he needs
to do things on the ground and

still operate the machine.”

Mike Bichsel; Vice President, Valentine Contractors Inc.

Company officials first saw Magni rotating
telehandlers at the World of Concrete. “We always
liked the machine,” Bichsel said, but cost was a
concern. Now that Valentine Contractors has the
machine, he believes “it was worth it. With what we've
been able to do with it, no doubt it will pay for itself.”

The Magni purchase was the company’s first
interaction with Columbus Equipment Company,

and the experience impressed Bichsel. “Dealing with
Columbus Equipment Company has been pretty darn
good. Anytime we've had an issue, they've responded
immediately. Their technicians were on the job in a
couple of hours, took care of it, and we've never had
that problem since. They react to issues we have, and
they are easy to deal with.”

Eric Lewis in the Massillon branch is Valentine's
sales representative. “If | have a problem, | call him
and he makes sure it gets handled,” Bichsel added.

Columbus Equipment Company provided thorough
training on the Magni. Lewis, product support rep
Rusty Bowers, and Bob Weber, recently-retired head
of the Lift Division, “came to our office and went
over the machine in detail” for Valentine's operator,
mechanic, and executives. “They made sure everyone
was clear on how the machine operates and what it
can and can't do,” Bichsel said

“The Magni is a fairly easy piece of equipment to run;
it's very different than a crane, much simpler to run,”
Bichsel said, adding that his operator was completely
comfortable working the machine within a week.

Magni rotating telehandlers are “extremely versatile
and the safest machine on the market,” Lewis said.
Customers using Magni machines include framers,
roofers and steel erection companies along with
masonry firms.

Bichsel said he would recommend a Magni to
any masonry contractor. “There are lots of different
things you could use it for as a replacement for a
crane. You don't always need a 40-ton crane. The
cranes we rent have the same amount of stick as the
Magni but are 40- to 50-ton cranes. We have to pay
thousands of dollars for the rental equipment and
the operator whether it rains or shines. When we own
the equipment and have the guy trained to use it, all
those expenses go away."m



mtESCOFC HANDLERS

NEW MAGNI RTH 8.35 INTRODUCTION
Redefines Capacities,
Safety and Comfort

The newly-redesigned Magni RTH 8.35, offers
improved load charts and a jaw-dropping lifting capacity
increase of 4,409 pounds.

For the first time, this machine is also equipped with
two extension modes, M1 and M2. The two modes give
access to two different load charts, which maximize
performance in all operating conditions. M1 Mode
offers the operator maximum reach and higher load
capacities at the maximum height, while M2 Mode
restricts reach to provide increased load capacity of up
to 17,600 pounds. Compared to the previous 6.35 model,
the 8.35 delivers maximum load capacities 33% higher in
mode M2 and 20% higher in mode M1.

In addition, the 8.35 has been upgraded to a new
Magni Combi Touch Screen (MCTS) on-board control
system. Accessible from the touch screen, the restyled
interface graphics ensure easy, intuitive use with user-
friendly icons to identify the various functions. New,
productivity-enhancing functions include:

1. Handling Mode: Allows boom and traction

speeds to be separated for more precise, faster
movements when extending the boom while
moving the vehicle.

2.Eco Mode: Allows engine rpm to be automatically

reduced once the maximum speed is reached
during on-road travel at constant speed, reducing
fuel consumption.

3.Dedicated Pre-Settings: Three new, precision

REMOTE CONTROL

presets to optimize the performance of the
attachment used.

A Live Load Diagram System—an innovative safety
improvement—offers three different versions of the load
chart screen:

1. Standard: Displays all load bands.

2. Dynamic: Displays working area available in relation

to the load being lifted.

3. 360°dynamic: Displays working area available from
above, enabling greater precision when working in
conditions of varying stability.

The 8.35 is also equipped, as standard, with a
reversing camera, visible in the MCTS monitor, activated
automatically when reverse gear is engaged.

Couple these upgrades with the Magni 8.35’s
sophisticated versatility—by virtue of a wide range of
RFID-system-recognized attachments—best-in-class
safety and visibility, and a restyled and injection-
molded operator environment, which offers a durable,
technology-rich, air-conditioned, sun-protected and
unrivaled operator experience ... and this machine
becomes a material handling standout.

Impressively reliable and rugged, the 8:35 is an ideal
partner on even the toughest construction sites, while its
agility and ease-of-use guarantee operators a uniquely
productive experience. No challenge is too complex.
Most importantly, safety and precision are assured at
even the greatest heights. B



TECHNICIAN TIP:
Regular Inspections Are Essential in

Optimizing Machine Performance

Crane inspections, whether they be daily, weekly,
monthly or annual, are critical in ensuring safety and
peak performance. Concise manufacturer check lists can
be found in the machine’s operator and service manuals
and should be used for all inspections.

Link-Belt publishes inspection guides for every model in
the fleet. Every item on these extensive lists requires attention
before the machine can be placed in service (and warranty
initiated). These inspections are typically performed by
certified distributor technicians. Beyond routine inspections,
Link-Belt recommends checks at 6 months (or 1000 hours,
whichever comes first) and 12 months (or 1500 hours).

“There are specific standards
regarding wire rope replacement.
Feel free contact us if in doubt.”

Mark Kennedy; Product Specialist, Lift Division
Columbus Equipment Company

“While inspection guides can contain hundreds of check
items, areas to pay particular attention to in your daily
inspections are fluid levels, safety devices, operational
functionality, and checking for any wear or damage to the
wire ropes,” said Mark Kennedy, product specialist for the
Lift Division and Link-Belt Master Technician.

N A £,

Wire rope inspections are crucial. Look for any visible
damage or distortion—broken wires, kinks, birdcaging,
corrosion or wear—with particular focus at the high-
stress points of the end connections at the drum anchorage,
sheaves and rope terminations. Areas where the rope
experiences repetitive movement, such as crossover zones
on the drum warrant close inspection, as well as sections
exposed to abrasion, heat or harsh environments. “There are
specific standards regarding wire rope replacement,” said
Kennedy. “Feel free contact us if in doubt.”

Fluid inspections are also essential in ensuring safe
and efficient operation. Always turn off crane and
check fluids when cool. Hydraulic fluid should be
checked for levels, as well as condition. Look for any
leaks around hoses and fittings, as well as drips, wet
spots or discoloration. “Dark or milky fluid suggests
contamination,” said Kennedy. Unusual odors or aeration
are also red flags for degradation.

Other fluids requiring regular inspection include engine
oil, coolant, transmission fluid and grease. Be sure to
always check levels, top up the fluids and change filters
as recommended by the manufacturer. All moving
parts and pivot points should also be lubricated with
the appropriate grease at the recommended interval to
ensure safe and smooth operation.

Any questions regarding routine inspections or
scheduling a 6- or 12-month inspection? Call Mark
Kennedy at (513) 808-8200 today! m



Check out the filter & lubricant lists
and recommended service intervals
on the Link-Belt Preferred website!
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Contact your local Columbus Equipment Company
representative about Link-Belt Genuine Parts today!
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CALL FOR PRICE

2025 Link-Belt 138 HSL

Lattice Crawler Crane

¢ Base Rating: 80 USt @ 12'

* Boom Lengths: Tube: 40' - 200' / Angle: 40' - 150'

¢ Fixed Jib Lengths: 30' - 60'

¢ Fixed Jib Offsets: 5°, 15°, & 25°

* Maximum Tip Height (Fixed Jib): Tube: 242
/ Angle: 203'

* Engine Make & Model: Cummins QSB 6.7

* Horsepower: 270 hp

e Max. Hoist Pull/Speed: 31,182 Ibs. / 345 fpm

* Working Weight: 14,403 Ibs.

* Main Transport Load: 88,121 Ibs.

]
CALL FOR PRICE ,L

2025 LinkBelt 218 V

Lattice Crawler Crane

® Two Units Available

e 150' of Tube Boom with Hydraulic Quick
Draw for Machine Assembly / Disassembly

e 22' Live Mast with Rigid Sheave Guard,
12-Part Boom Hoist Reeving

¢ Hydrostatically Driven Side Frame
Assemblies Provide 14'-2" Extended Gauge

¢ Side Frames are Equipped with 36" Track
Shoes and Mechanical Track Adjustment

e Three (3) Variable Displacement Piston Pumps
Provide Control for Hoist Drums, Travel, & Swing

2025 Link-Belt HTC-86100

Telescopic Truck Crane

¢ Nominal Capacity @ Radius: 100 USt @ 7'

e Standard Boom: 38' - 140’

e Telescopic System: Pin & Latch

e Attachment - Option 1: A: 35' Bi-Fold
Lattice Fly / B: 35' - 58' Bi-Fold Lattice Fly

e Attachment - Option 2: (1) or (2) 16' inserts

e Maximum Tip Height: 237"

® Maximum Line Pull: 16,880 Ibs.

e Maximum Speed: 480 fpm.

e 38' - 140' Greaseless Formed Boom

e 35' - 58' Two-Piece Onboard Fly

Looking to Buy or Sell A Link-Belt Crane?

CALL YOUR LOCAL COLUMBUS EQUIPMENT COMPANY REPRESENTATIVE TODAY.

v

2025 Link-Belt HTC-8675 SlI

Telescopic Truck Crane

¢ Nominal Capacity @ Radius: 75 USt @ 9'

e Standard Boom: 41' - 127'

e Telescopic System: Pin & Latch

e Attachment - Option 1: A: 38' Bi-Fold
Lattice Fly / B: 38' - 64' Bi-Fold Lattice Fly

e Attachment - Option 2: (1) or (2) 16' inserts

e Maximum Tip Height: 230'

* Maximum Line Pull: 16,880 Ibs.

o Maximum Speed: 460 fpm.

e Greaseless 41' - 127' Pin & Latch Four-
Section Boom

2015 Link-Belt RTC-8065 Sl
Rough Terrain Crane

e S/N- JOK5-4464

® 4,500 Hours

e 38' to 115', 4 Section Full Power Boom
* Two Boom Extend Modes

e Four Steering Modes

® 6 Speed Transmission

e Link-Belt Pulse Operating System

* Main and Auxiliary Hoist Winch

e Aux Lifting Sheave

® 2 Piece 35' to 58' Lattice Fly

e Cummins QSB 6.7 Diesel Engine

;. -.'J‘“_.--

2024 LinkBelt 85 RT

Rough Terrain Crane

e S/N- V1L4-7494

* Approximately 50 Hours

e 38' to 142, Five (5) Section, Full Power
Boom with Five (5) Quick Reeve Boom
Head Sheaves

e Selectable Boom Extension Modes.

e Four (4) Steering Modes: Independent Front,
Combination, Crab, Independent Rear

® 6 Speed Powershift Transmission

e Link-Belt Pulse 2.0 Operating System with
Internal Light Bar and Anti —-Two Block

For a Complete List of Used Equipment, Please Visit www.columbusequipment.com
UP TO 6-MONTH POWER TRAIN WARRANTY STANDARD ON ALL REMARKETING CERTIFIED MACHINES!
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Ohio’s Dependable Dealer

Ohio’s Authorized Link-Belt Dealer

PERRYSBURG

RICHFIELD

MASSILLON

FJE) CAI;IZ

i °
DAYTON COLUMBUS ZANESVILLE

(CORPORATE OFFICE)

CINCINNATI

PIKETON
VISIT US AT:

_§|X]O]in]

Statewide Coverage From The Following Locations:
COLUMBUS PERRYSBURG CINCINNATI RICHFIELD
(614) 443-6541 (419) 872-7101 (513) 771-3922 (330) 659-6681

CADIZ DAYTON MASSILLON ZANESVILLE PIKETON
(740) 942-8871 (937) 879-3154 (330) 833-2420 (740) 455-4036 (740) 289-3757

Return Address: 2323 Performance Way, Columbus, OH 43207
www.columbusequipment.com



